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General connection

Main beam-substructureBM Quick Drill III Screws

Sawed TeethAsymmetric
Thread

U Thread
Tri-Claw 
Nibs

• Asymmetrical Thread + Sawed Teeth + 
• No Pre-Drilling Required 
• Reduced Drilling Torque by 30%*
• With/Without Smart T17 (Cutting)

90º

16mm~600mm 12/0471⌀3 ~ ⌀12
Diameter: Length:

Bending Degree: Patented Thread Design:

ETA:Available head: 

Wafer CylinderCSK

Hex Washer 
Head

Hexagonal 
Torx Head

Pan head

BM Quickdrill V Screws

• Asymmetrical Thread + Saw Thread + 
• No Pre-Drilling Required
• With/Without Smart T17 (Cutting)

90º

16mm~600mm In Approval Process⌀6 ~ ⌀12
Diameter: Length:

Bending Degree: Patented Thread Design:

ETA:

Sawed TeethAsymmetric
Thread

U Thread Crystal tip

Available head: 

Wafer CylinderCSK

Hex Washer 
Head

Hexagonal 
Torx Head

Pan head

T17 Cutting

Available head: 

Wafer CylinderCSK

Available head: 

60 Degrees CSK

Coarse
Thread

BM DT Quick Drill Screws

90º

65mm~600mm 12/0471⌀6 ~ ⌀10
Diameter: Length:

Bending Degree: Patented Thread Design:

ETA:

Sawed Teeth

U Thread

U Thread

Asymmetric
Thread

Asymmetric
Thread

Tri-Claw 
Nibs

• Double Thread
• Asymmetrical Thread + Saw Thread + Tri-Claw
   Nibs& With/Without Smart T17 (Cutting)
• No Predrilling Required

BM Quick Drill FT Screws

• Fully Threaded No Pre-Drilling Required 
• Excellent Mechanical Properties 
• With/Without Smart T17 (Cutting)
• Reduced Drilling Torque by 50%*

90º

100mm~1500mm 12/0471⌀6 ~ ⌀14
Diameter: Length:

Bending Degree: Patented Thread Design:

ETA:

Coarse
Thread

Sawed 
Teeth Tri-Claw 

Nibs

Nail 
Point

Available head: 

Wafer CylinderCSK

Hex Washer 
Head

Hexagonal 
Torx Head

Pan head

In Approval Process
Available head: 

Hexagonal Washer 
Torx Head

BM Timber Concrete Connector Screws

90º Degree

160mm and 215mm⌀8
Diameter: Length:

Bending Angle: Patented Thread Design:

ETA:

• Top Thread: Triangular Rings, 
• Bottom Thread: Fully Threaded with Saw Thread, 
   With/Without Smart T17

Triangular 
Rings

In Approval Process

90º

80mm~440mm⌀8
Diameter: Length:

Bending Degree:

ETA:

BM Hardwood Screws

Micro U Thread Crystal tip

12/0471

BM Quick Drill Stainless Screws

40mm~400mm

⌀6 ~ ⌀10

Partial Thread 
Diameter:

Length:

Full Thread 

Diameter: ⌀10

Material: A2 or A4

ETA:

U Thread

Available head: 

Wafer CylinderCSK

Hex Washer 
Head

Hexagonal 
Torx Head

Pan head

Available head: 

Wafer CylinderCSK

Hex Washer 
Head

Hexagonal 
Torx Head

Pan head

BM Quick Drill DP+ Screws

• Drill point 
• Thread rolled up to tip of point

90º

16mm~600mm 12/0471⌀3 ~ ⌀8
Diameter: Length:

Bending Degree: Thread Design:

ETA:

U Thread

Threaded 
Drill Point

Threaded 
Drill Point

Drill Point

Coarse
Thread

Sawed Teeth

Features:
• No Predrilling Required
• Excellent Mechanical Properties
• With/Without Smart T17 (Cutting)
• Different Designs Available

Patented Thread Design: 
• Enlarged Wire Diameter
• Asymmetrical Thread with Saw Thread 
   +Crystal Tip (Large & Small), 
   With/Without Smart T17 (Cutting)


